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ZB and ZBD Compressor Line-up

Displacement (m3/h)

25 55 95

Features and Benefits

ZB Compressor for Medium Temperature Refrigeration 
with and without Sound Shell

Maximum Allowable Pressure (PS)

 

 

 

 

ZB Copeland Scroll™ Compressor Range for Medium Temperature Refrigeration
using R407A/F/C, R448A/R449A, R404A, R134a, R450A and R513A
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Operating Envelope R448A/R449A

-25 -5 5

20°C Suction Gas Return 10K Superheat

Operating Envelope R407A

-25 -5 5

20°C Suction Gas Return 10K Superheat

Operating Envelope R134a - For ZBD Digital Models

-5 5

10K Superheat
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Technical Overview

Models

- -

ZB15KCE ⁄  

ZB19KCE ⁄  

ZB21KCE ⁄  

ZB26KCE ⁄  

ZB29KCE ⁄  

ZB38KCE ⁄  

ZB42KCE ⁄  

ZB45KCE ⁄  

ZB48KCE ⁄  ⁄  

ZB57KCE ⁄  ⁄  

ZB220KCE  2 ⁄ ⁄

ZB Summit Models

ZB66K5E ⁄ ⁄  

ZB76K5E ⁄ ⁄  

ZB95K5E ⁄ ⁄  

ZB114K5E ⁄ ⁄  
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Capacity Data

Condensing Temperature 40°C

R407A
Cooling Capacity (kW)

R407A
Power Input (kW)

Evaporating Temperature (°C) Evaporating Temperature (°C)

Model -35 -30 -25 -20 -15 -10 -5 Model -35 -30 -25 -20 -15 -10 -5

ZB15KCE ZB15KCE

ZB19KCE ZB19KCE

ZB21KCE ZB21KCE

ZB26KCE ZB26KCE

ZB29KCE ZB29KCE

ZB38KCE ZB38KCE

ZB42KCE** ZB42KCE**

ZB45KCE ZB45KCE

ZB48KCE ZB48KCE

ZB57KCE ZB57KCE

ZB Summit Models

ZB66K5E ZB66K5E

ZB76K5E ZB76K5E

ZB95K5E ZB95K5E

ZB114K5E ZB114K5E

Condensing Temperature 40°C

R407F
Cooling Capacity (kW)

R407F
Power Input (kW)

Evaporating Temperature (°C) Evaporating Temperature (°C)

Model -35 -30 -25 -20 -15 -10 -5 Model -35 -30 -25 -20 -15 -10 -5

ZB15KCE ZB15KCE

ZB19KCE ZB19KCE

ZB21KCE ZB21KCE

ZB26KCE ZB26KCE

ZB29KCE ZB29KCE

ZB38KCE ZB38KCE

ZB42KCE** ZB42KCE**

ZB45KCE ZB45KCE

ZB48KCE ZB48KCE

ZB57KCE ZB57KCE

ZB Summit Models

ZB66K5E ZB66K5E

ZB76K5E ZB76K5E

ZB95K5E ZB95K5E

ZB114K5E ZB114K5E
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Capacity Data

Condensing Temperature 40°C

R448A/
R449A

Cooling Capacity (kW) R448A/
R449A

Power Input (kW)

Evaporating Temperature (°C) Evaporating Temperature (°C)

Model -35 -30 -25 -20 -15 -10 -5 Model -35 -30 -25 -20 -15 -10 -5

ZB15KCE ZB15KCE

ZB19KCE ZB19KCE

ZB21KCE ZB21KCE

ZB26KCE ZB26KCE

ZB29KCE ZB29KCE

ZB38KCE ZB38KCE

ZB42KCE** ZB42KCE**

ZB45KCE ZB45KCE

ZB48KCE ZB48KCE

ZB57KCE ZB57KCE

ZB220KCE ZB220KCE

ZB Summit Models

ZB66K5E ZB66K5E

ZB76K5E ZB76K5E

ZB95K5E ZB95K5E

ZB114K5E ZB114K5E
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Capacity Data

Condensing Temperature 40°C

R404A
Cooling Capacity (kW)

R404A
Power Input (kW)

Evaporating Temperature (°C) Evaporating Temperature (°C)

Model -35 -30 -25 -20 -15 -10 -5 Model -35 -30 -25 -20 -15 -10 -5

ZB15KCE ZB15KCE

ZB19KCE ZB19KCE

ZB21KCE ZB21KCE

ZB26KCE ZB26KCE

ZB29KCE ZB29KCE

ZB38KCE ZB38KCE

ZB42KCE** ZB42KCE**

ZB45KCE ZB45KCE

ZB48KCE ZB48KCE

ZB57KCE ZB57KCE

ZB220KCE ZB220KCE

ZB Summit Models

ZB66K5E ZB66K5E

ZB76K5E ZB76K5E

ZB95K5E ZB95K5E

ZB114K5E ZB114K5E

Condensing Temperature 40°C

R134a
Cooling Capacity (kW)

R134a
Power Input (kW)

Evaporating Temperature (°C) Evaporating Temperature (°C)

Model -35 -30 -25 -20 -15 -10 -5 Model -35 -30 -25 -20 -15 -10 -5

ZB15KCE ZB15KCE

ZB19KCE ZB19KCE

ZB21KCE ZB21KCE

ZB26KCE ZB26KCE

ZB29KCE ZB29KCE

ZB38KCE ZB38KCE

ZB42KCE** ZB42KCE**

ZB45KCE ZB45KCE

ZB48KCE ZB48KCE

ZB57KCE ZB57KCE

ZB220KCE ZB220KCE

ZB Summit Models

ZB66K5E ZB66K5E

ZB76K5E ZB76K5E

ZB95K5E ZB95K5E

ZB114K5E ZB114K5E


